
 

THERMOCOUPLE HARDWARE 
 
 

Standard Thermocouple Head Ordering Information 
 
 

  CAST ALUMINUM           CAST IRON    STAINLESS STEEL  

     
   D-304 ♦ ½” x ½” NPT     D-307 ♦ ½” x ½” NPT     D-404 ♦ ½” x ½” NPT 
   D-305 ♦ ½” x ¾” NPT     D-308 ♦ ½” x ¾” NPT     D-405 ♦ ½” x ¾” NPT 
   D-306 ♦ ¾” x ¾” NPT     D-309 ♦ ¾” x ¾” NPT     D-406 ♦ ¾” x ¾” NPT 
 
 
EXPLOSION PROOF ALUMINUM  EXPLOSION PROOF 316SS  EXPLOSION PROOF MALEABLE IRON 

       
 
  D-234 ♦ ½” x ½” NPT     D-237 ♦ ½” x ½” NPT  D-244 ♦ ½” x ½” NPT 
  D-235 ♦ ½” x ¾” NPT     D-238 ♦ ½” x ¾” NPT  D-245 ♦ ¾” x ¾” NPT 
  D-236 ♦ ¾” x ¾” NPT     D-239 ♦ ¾” x ¾” NPT  D-246 ♦  1” x  1” NPT 
 
 
POLYPROPYLENE     MINI CAST ALUMINUM  CANNISTER STYLE  

      
D-397 ♦ ½” x ¾” NPT   D-104 ♦ ½” x ½” NPT  D-791 ♦  ¼” NPT  
          D-792 ♦  1/8” NPT 
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